


B

45 77
116

164
116

15

17

17

250

300
24,5

226

24,5

875

Internal thread M8

Internal thread M10

B

45 77
116

164
116

17

17

250

300
24,5

226

24,5

875

Internal thread M8

Internal thread M10

Subject to technical alterations.

Dimensions of 
INDUVENT-Z Type

Dimensions of 
INDUVENT-U Type
Subject to technical alterations.
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INDUVENT   Selection

it totally depends on the situation.
Air curtain selection at the industrial doors

door height < 5.5 m door height > 5.5 m

Horizontal installation possible? 
Door way, crane way, statics

Not sufficient space!

Slow or stationary vehicles at the 
door

Forklift and oncoming traffic or 
docking doors

Horizontal installation  
device length >_ door width

Heating not possible 
Air curtain can cause a draught

PWW heating 
recommended

device for installation height

  up to 4.0 m: iNduVENT-S /u-H 
  up to 5.0 m:  RATiOVENT-dW/L-H 
  up to 5.5 m:  RATiOVENT-SW-H 
  up to 7.0 m:  RATiOVENT-Turbo-H

device for installation height

  up to 5.0 m:  RATiOVENT-dW/L-H       
  up to 5.5 m:  RATiOVENT-SW-H

device on one side for door width

  up to 4.5 m: RATiOVENT-dW/L-V 
  up to 5.0 m:  RATiOVENT-SW-V

Vertical installation 
device length<_ door height

PWW heating recommended for 
minimum of 2.4 m

Forklift and oncoming traffic
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it totally depends on the situation.

device on both sides for door width

  up to 5.0 m: RATiOVENT-dW/L-V 
  up to 6.0 m:  RATiOVENT-SW-V

device on one side for door width

  up to 4.0 m: iNduVENT-S/u-V 
  up to 4.5 m:  RATiOVENT-dW/L-V 
  up to 5.0 m:  RATiOVENT-SW-V 
  up to 6.0 m:  RATiOVENT-Turbo-V

device on both sides for door width

  up to 4.5 m: iNduVENT-S/u-V 
  up to 5.0 m:  RATiOVENT-dW/L-V 
  up to 6.0 m:  RATiOVENT-SW-V 
  up ot 7.0 m:  RATiOVENT-Turbo-V

Slow or stationary vehicles at         
the door

Heating not possible 
Air curtain can cause a draught

Forklift and oncoming traffic
Slow or stationary vehicles at         

the door

Main selection guidelines for air curtain   
systems at the industrial doors

■ Selection applies to balanced pressure conditions inside the building

■ No facing building vents

■ Installation preferably horizontal above the door

■ Heating preferably included

■ Air flow always kept away from working places

The above mentioned schema does not cover all factors, which are determined 
by the selection of the appropriate air curtain system. The optimal choice 
depends on a variety of individual factors.

We like to give you our long-standing experience whilst advising you in person, 
in order to ascertain the best air curtain solution according to your 
requirements. 
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INDUVENT   Accessories and Controller

Accessories

door contact Type TK
Protection grade IP 65, jumper switch with H switches and full contact up to 
time of switching, shock-proof terminals according to VDE 0106 part 100 
(VGB 4), cable gland 2 x PG 13.5, at bottom and at side, switching voltage 230 
V AC, 24 V DC, switching current 6 A AC, 4 A DC.

Repair switch REP-L
3 pole repair switch as wall mounting type, as unpacked by-pack
for installation at site in the connection cable.

Base plate (BP) 
for a vertical installation.

Connection brackets 
for the mechanical connection of several devices with one another.

Wall support brackets
for attaching the device to the wall.

Durable intelligence for 
industrial applications.
The TESM5 controller offers all possibilities, 
which you need for your industrial air curtain 
system. The durable processing provides a 
high level of reliability for the daily operation.

} VDE 06660 Part 500 DIN EN 60439-1
} Insulation class E
} IP 23 (optional IP 54)
} Service and fault message
} Integrated repair switch
} Branch circuit protection device
} 5-stage
} Manual / automatic change-over switch,  
 activation through external contact
}  Potential-free service and fault message 

(optional)
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device technology, intelligent 
controller systems and service –  
all matching perfectly.
The better the consultation,  
the better the result will be.

Modern production facilities  
with CNC technology ensure a  
very high quality standard.

Innovation is our main commitment. 
For example, the patented nozzle 
technology.

No device will leave the production, 
which has not been tested entirely 
on all functions. 

Quality is our  
highest demand.

www.teddington.de

... typically Te
ddington.

Independently of what device you 
may decide for  –  at Teddington’s 
you can be sure to have chosen a 
high performance product having a 
name in the market and featuring 
the latest state of the art technology.

With our experience over many years 
we can guarantee, that each device  
is composed of high grade, well 
proven components. And we are 
continuously developing new 
techniques, which are minimizing 
your operating costs and optimize 
the efficiency of the devices.

Teddington is a long lasting partner 
of the specialized craft business, of 
trade and industry.

A staff of experienced specialists care 
almost around the clock for making 
sure to continuously satisfying the 
world wide demands for precise and 
high quality air curtain products. 

Teddington runs a network of 
competent special firms, which  
are always available for you. 

We will assist you in planning and 
supporting your choice for that 
device, which suits your needs most 
and will also support you after the 
time of putting the equipment into 
operation by a comprehensive 
service.
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TEddiNgTON. Pioneers of the Air Curtain Technology.

Teddington Luftschleieranlagen GmbH
Industriepark Nord 42 · D-53567 Buchholz (Mendt) 
Tel. +49 (2683) 9694-0 · Fax +49 (2683) 9694-50  
info@teddington.de · www.teddington.de ©
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...that́ s Teddin
gton.

¢ Innovative Technology

¢ Highest Economy 

¢ Trendsetting Design

¢ Top Quality

¢ Perfect Service




